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  700 TV lines resolution 

  1/3" Pixim sensor 

  2.8~12mm varifocal lens 

  17 pcs IR LEDs 

  Wide Dynamic Range(120dB WDR) 

  Advance 3D noise reduction (3DNR) 

  Auto Tracking White balance (ATW ) 

  Built-in OSD 

  ICR (IR CUT) 

  DC 12V & AC24V input 

  IP 66 for indoor and outdoor application 

  Vandal proof
CMD3160NWT
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  600 TV lines resolution 

  SONY 1/3" color CCD 

  Dual scan WDR Function 

  2.8-12mm Auto Iris Lens 

  Advance 3D noise reduction (3DNR) 

  Starlight Sensing 0.001Lux(128x) 

  Cable OSD 

  DC 12V 

  Weather-resistant 

  Vandal-resistant
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CMD3570
700 TVL

Common features for CMD35XX series:
• 2.8 ~ 12mm varifocal lens
• 12 pcs IR LEDs, 66ft
• OSD 
• IP 66 Weather-proof
• Vandal-resistant
• Aluminum housing
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CMR8940

  420 TV lines resolution 

  SONY 1/4" Super HAD CCD 

  3.6mm lens 

  24 pcs ￠5 IR LEDs 

  Auto Tracking White balance(ATW ) 

  Auto Tone Reproduction function(ATR) 

  DC 12V input 

  Weather-resistant 

  Vandal-resistant 

